


PRODUCT SPECIFICATIONS ﬁ

Dgjavoo

an IPOS systems company

X SOFTWARE

SDK, KMS, TMS, GDB, CTQOS, library,
ISO 8583 library, Crypto library

X PROCESSOR

32 bits 400MHz Secure Microprocessor,
running powerful Linux based OS

X DISPLAY
4" color touch screen

X MEMORY

Flash/DDR RAM: 256MB/128MB
Micro SD Socket: Yes

X CARD READERS
Magnetic Strip:
ISO 7810, 7811 & 7813 Triple Track Bi-Directional

Contact Card:

User Card: ISO 7816 ID-1 1.8V/3V/I5V T=0, T=1
SAM Card (up to 4): 2

Contactless (standard ):

ISO 14443 Type A, B, ISO 18092 NFC, Mifasnd
SONY® Felica ~ Working frequency 13.56MHz

Dual SIM: Yes

X CERTIFICATIONS

Security & Payment:
PCI PTS 5.X, EMV L1/L2, American ExpressPay, D-PAS,
Interac Flash, J-Speedy, FeliCa, UnionPay UICS, TQM, PBOC X PRINTER

L1/L2, Apple Pay, Google Wallet, and Samsung Pay. 48mm width thermal printer, 100mm/sec

X COMMUNICATIONS (INTERPHASE OPTIONS)

Wireless: 4G LTE, WiFi
Wire: USB Type C

X DIMENSIONS (L*W*H)
Handset: 6.7" x 3.1" x 2.3"”

X WEIGHT
Handset: 0.74 Ibs

X KEYPAD

Standard Keys: 15
Function Keys: Virtual keypad

X INDICATOR
X ENVIRONMENT Audio Buzzer: Yes
Operating Temperature: 32°F to 122°F
Storage Temperature: -4°F to 158°F X POWER SUPPLY
Operating Humidity: 5% to 90% non-condensing DC: 5Vi2A
Storage Humidity: 0% to 90% non-condensing Battery: Li-ion 3100mAH

Have questions or need help?

A dedicated team member will be with you every step of the way.

All features and speci cations are subject to change without notice.
ContactDejavoo Sales for more details: @ @ @
T: (877) 358-6797 /| E: sales@dejavoo.io /_dejavoo.io
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